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Datum: 19.09.2018
Zeichen:

Update procedure TransPocket 150/180 + PN’s

TransPocket 150/EF (4,075,210), TransPocket 150/np (4,075,210,008), TransPocket 150 RC/EF (4,075,211),
TransPocket 150 TIG/EF (4,075,212), Transpocket 150/CH (4,075,210,003), TransPocket 150/G
(4,075,210,002), TransPocket 180/EF (4,075,213), TransPocket 180/np (4,075,213,008), TransPocket 180
MV/np (4,075,213,638), TransPocket 180/CH (4,075,213,003), TransPocket 180 MV/G (4,075,213,632),
TransPocket 180 RC/EF (4,075,214), TransPocket 180 TIG/EF (4,075,215), TransPocket 180 TIG/MV/B
(4,075,215,631), TransPocket 180 TIG/MV/np (4,075,215,638)

1) You have to open the control board, unscrew this 2 screw to open
it.

Screwdriver Torx - T25 VDE (42,0435,0041)

2) On the inside of the control board you can see the port for the
USB 2.0 Micro B cable

Connect the USB 2.0 Micro B cable with the control board
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4) Connect the USB plug to the Laptop

It could be that you can’t get a connection with that cable, although the plug is
inside the USB port. In this case, you have to install the USB driver (CDM included
in the ZIP file)

Disconnet ALL other cables (power supply, mains plug, other USB cables)
» Reason: there should be no earth connection, because too high voltages can
occur on the USB connection

5) After downloading the file, you have to unzip the ZIP file in a new folder
(ATTENTION all files need to be extracted in the same folder)

(8] 1.5.4_ServiceTool2_incl_COMzip 1
Otfnen

7-zip

CRC SHA

Offnen mit

Freigeben fur

Scan 1.54_ServiceTool2_incl_COM2ip for Viruses and Spyware
Vorgangerversionen wiederherstellen

Senden an

Ausschneiden

Kopieren

4 ServiceTool2_incl COMzip.72"
4_ServiceTool2_incl COM.zip.72" und versenden
VerknGpfung erstellen

Loschen

Umbenennen

Eigenschaften

6) Short description what is included in the ZIP file (1.5.4_ServiceTool2_incl_CDM.zip)

Mame ' Anderungsdatum Typ Gréke

1.54 Servicezip 28.09.2017 16:01 ZIP-Date 1835 KB 1]
1.5.4_ServiceTool2_incl_CDM.zip 18.09.2018 14:34 ZIP-Datei 13774 KB 2)
CDM v2.12.28 WHOL Certified.zip 24102017 11:32 ZIP-Date 1 644 KB 3]
H TpServiceTool2_V2.exe 25102017 10:16 Anwendung 10475 KB 4)

(1) 1.5.4 Service.zip is including the folders of the different types of the TransPocket

(2) 1.5.4 ServiceTool2 incl CDM.zip is the latest version of the ServiceTool Zip file (incl. Driver)

(3) CDM v2.12.28 WHOL Certified.zip is including the Driver for the connection with the cable

(4) TpServiceTool2 V2.exe is the Program for the Update

Start the application with a double-click on the file ,,TpServiceTool2_V2.exe
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7) After you opened the Service Tool, Switch ON the power source

GEZ®>  Senvice Tool TransPocket 150/180 X
UPDATE
Settings
hd Refresh Connect
Refresh every | sec. Enable Polling
G 9 P

| TransPocket 150
@ TP 150 Fronius - G TP 180 Fronius - Standard

Part No| 4,075,210 =
O O et No 2641XXXX TP 150 Fronius - Standard TP 180 Fronius MV - B .
w IEC 60874-1/-10 CLA TP 150 Fronius RC - Standard TP 180 Fronius MV - G N

10A/104V .E
150A/31.0V [x(40°C)| 35% 35% | 100%

086 V[ 1oL . | 150A [ 150A | 90A
P23 | B U [160V|260V 236V
5 E U || hew | he
IEI 230V |G 16A] 24A | 15A
Y v .

©Fronius GmbH

8) To select the right COM Port you have first to open the devices manager (to open the devices
manager you have to click with the right mouse button on the windows symbol on the bottom left in the

corner and select device manager)

. =i a
GIZZE>  Sevice Tool TransPocket 150/180
UPDATE

Settings
v Refresh

Refresh every | sec. | Ensble Polling

{ TransPocket 150

enter
Part No | 4,075,210

Ser.No. 2641XXXX

___ ©Fronius International GmbH S
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9) When you have opened the device manager, you should see this window. Now open the option

Connections, to see the available COM ports.

!_ Gerdte-Manager

atel  Aktion  Ansicht 7

| T Hm W

% PFIGXEEN

el l
I M Anschlusse (COM & LPT) «
faller

& Audioeingange und -ausgange

<is Bildverarbeitungsgerite

8§ Biometrische Gerate

& Bluetooth

& Computer

2 Druckwarteschlangen

i Eingabegerate (Human Interface Devices)

B Firvare

I Grafikkarte

- Laufwerke

g Mause und andere Zeigegeraite

[ MMonitore

v @ Metzwerkadapter

P Blustooth Dewice (Personal Araa Natwork)
I3 Bluetooth Dewice (RFCOMM Protocol TDI)
% Cisco AnyConnect Secure Mobility Client Virtual Miniport Ada pter for Windows x64
@ Intel(R) Dual Band Wireless-AC 8265
3 intel(R) Ethernet Connection (5)1219- LM

O prozessoren

B7 Sicherheitsgerite

B softwaregerite

G Snairhareantrnllor

10) The opened Option ,,Connections“ shows you the available COM ports, so you can see what COM

you have to select in the ServiceTool.

;.l._ Gerate-Manager
Datel  Aktion Ansicht 7?7

e mHe B

v o PF1OXEEN

3 Akkus

i Audio, Video und Gamecontroller
Iy Audioeingange und -ausgange
<% Bildverarbeitungsgerite
| Biometrische Gerate
0 Bluetooth
= Computer
™ Druckwarteschlangen
[ Eingabegerite (Human Interface Devices)
I Firmware
& Grafiklarte
- Laufwerke
0 Méuse und andere Zeigegeréte
[ Meonitore
v i@ Netzwerkadapter
? Bluetooth Device (Personal Area Network)
g Bluetooth Device (RFCOMM Protacol TDI)
£%) Cisco AnyCannect Secure Mability Client Virtual Miniport Adapter for Windows x64
T Intel(R) Dual Band Wireless-AC 8265
? Intel(R) Ethernet Connection (5) 1219-LM
n Prozessoren
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11) Select the right COM port

G

Service Tool TransPocket 150/180

TransPocket 150

Part No 4,075,210

www fronius.com

Ser.No. 2641XXXX

[N
h

= IEC 60974-1/-10 CLA

10A/104V

£

150A/310V [X(40°C)| 35% | 35% | 100%

Us 96 V[ 1.CL. . | 150A | 150A | 90A
P23 | B U: [160V|280V]|236V
3 Ui =] Wem | Trer

230V (@ 16A] 24A | 154

A e
CE

UPDATE
| <
~ Refres| nnect
com3
Ccom9 sec. Enable Polling
Confi ion/Update

G

TP 150 Fronius

TP 150 Fronius - Standard

TP1

ronius RC - Standard

TP 150 Fronius TIG - Standard

TP 180 Fronius - Standard

TP 180 Fronius MV - B

TP 180 Fronius MV - G

TP 180 Fronius MV - NP

TP 180 Fronius RC - Standard

TP 180 Fronius TIG - Standard

TP 180 Fronius TIG MV - B

TP 180 Fronius TIG MV - NP

12) After selecting the COM port, press ,,Connect®

G

Settings

coms v Refresh

Refresh every |

Service Tool TransPocket 150/180

UPDATE

sec. Enable Polling

<=

| TransPocket 150

<

Part No I 4,075,210

wwaw.fronius com

Ser.No. 2641 00X

s
h

= IEC 60974-1/-10 CIA

£ s

10A/10.4V =
150A/31.0V [X(40°C)| 35% | 35% | 100%
U6 V] IcL | 1. [150A [150A [ 90A
P23 | B uU: [160V[260Vv][236V
5 U [ lies [ hes

230V [@ 16A[ 244 [ 15A

A Do
(€3

Confi ion/Update

TP 150 Fronius - G
TP 150 Fronius - Standard
TP 150 Fronius RC - Standard

TP 150 Fronius TIG - Standard

TP 180 Fronius - Standard

TP 180 Fronius MV - B

TP 180 Fronius MV - G

TP 180 Fronius MV - NP

TP 180 Fronius RC - Standard

TP 180 Fronius TIG - Standard

TP 180 Fronius TIG MV - B

TP 180 Fronius TIG MV - NP
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13) Selection of the correct configuration based on the rating plate of the machine.

The Service Tool already makes a pre-selection of the machine type, TP 150 or TP 180 then you just need to
select which variant you have: Standard, MV and the socket type (FUSE settings)

G  Senvice Tool TransPocket 150/180 X

UPDATE
Settings
COoM3 Refresh Disconnect
Refresh every | sec. Enable Polling
Configuration/Update

TransPocket 150

@ P 150 Fronius - G TP 180 Fronius - Standard
Part No 4075210

www fronius.com 2641)00(X

Ser.No.

10A/104V

OO | Eceoerar0cia

=1 7

150A/31.0V |X(40°C}| 35% | 35% | 100%

Ce

UweeV] IcL | 1 [150A [150A | 90A
P23 | B U: [160v]260v]236V
S U [-=] hes | lier

— 230V [@ 16A] 24A | 15A
AN () so-s0m2

TP 130 Fronius - Standard TP 180 Fronius MV - B

TP 150 Fronius RC - Standard

TP 150 Fronius TIG - Standard

TP 180 Fronius MV - G

TP 180 Fronius MV - NP

TP 180 Fronius RC - Standard

TP 180 Fronius TIG - Standard

TP 180 Fronius TIG MV - B

TP 180 Fronius TIG MV - NP

14) When you see this window opened, the upload is already running. Just wait until its finished.

You may need to restart the update several times, or restart your laptop, or switch off and on again the power

source. (In case of errors or upload failure)

Lironiu=4

Service Tool TransPocket 150/180

UPDATE
Settings
COM9 Refresh Disconnect
Refresh every 1 sec. Enable Polling
Configuration/Update

<D

www fronius.com

TransPocket 150

Part No 4,075,210

Ser.No. 2641XXXX

TP 150 Fronius - G

TP 180 Fronius - Standard

HOOHB=" | EC60974-1/10 CLA

!ﬂp::. ate

First stage : 30 %

" B
P
tanfard
o tarfard

10a/104v | === | & _
150A/31.0V [x(d0°c)] 35% | 35% [ 100%
Us 96 V[ 1.CL [ 150A [ 150A | 90A
P23 | B U: [160V[260V]236V
S U =3[ e | lies

— 230V [@ 16A] 24A | 15A
AN D so Eom:

Ce

TP 180 Fronius TIG MV - NP
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15) Press ok and close the Service Tool. Upload finished!

G Senice Tool TransPocket 150180 X
UPDATE DEVICEINFO ERRORS
Settings
coms Refresh Disconnect
Refresh every |1 sc. | | Enable Poliing
< P
| TransPockat 150

@ TP 150 Fronius - G TP 180 Fronius - Standard

Part No| 4,075,210

Ser.No. 264100 TP 150 Fronius - Standard TP 180 Fronius MV - B
[RFOOB#= | Ecomsrsi-iocia TP 150 Fronius RC - Standard TP 180 Fr
loaroay [E==1 £ TP 150 Fronius TIG - Standard TP 180 Fronius MV - NP

150A/31.0V [x(40°C)| 35% | 35% [ 100%
U BB V| 1.CL ] 150A | 150A | S0A == =
P23 B Uz 160V |280V| 236V ==

O[] hew | i TP 180 Fro dard
230V 16A| 24A | 15A
I D) so-bove: e TP 180 Fronius TIG MV - B

c€ TP 180 Fronius TIG MV - NP

Il Perform a reboot (switch OFF & ON) at least twice after the update!!

1) With the following steps you can check the Software update direct on the power source.

| < B | Press the Setting Value and Welding Process buttons together
- The code for the first parameter in the Setup menu is displayed on the contrzl

panel

6 Turn the adjusting dial to select the required parameter

E ' Lewvel 2 Setup menu

For setting general parameters

e FPress the adjusting dial to display the preset value of the parameter

5 B F Software version
The full version number of the currently installed

software is spread across a number of displays
and can be retrieved by turming the adjusting dial

a FPress the adjusting dial to display the preset value of the parameter

After this steps you should see the uploaded version of the software on the display
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